Fullservice fur Ihren Erfolg

The round push button TS 20 is available also with an AT ONE GLANCE

acoustic acknowledgement.
Acknowledgement is made per SMD LED in the colours red, Size @ 32 mm
I, I e s, Tactile and Braille
4 micro buttons and the robust design guarantee a long-term,
trouble-free operation.
4 different push plates allow the user to ideally adapt the Installation depth only 21 mm
push button to the desired appearance.

4 push button plates

5 connection options

acoustic acknowledgement

Flush short-stroke call push button - @ 32 mm

Optional acoustic acknowledgement

Push button plates V2A glass-bead blasted
Dimension Diagram Inscription with friction-resistant inlays, synthetic

Acknowledgement by SMD-LED in the colours red,
green, blue and white

Mounting with 2 welded-stud fasteners M3 x 16 on the

54.00mm rear of front plate
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Fullservice fur Ihren Erfolg

Voltage: 24 V (emergency call 12V)

Connection options

Power consumption: approx. 40 mA A Screw connectors 1,52
Switching capacity max. 50V DC / 50 mA / 1W B Screw connectors 1,52 acknowledgement
Switch: 4 micro buttons - N.O. separate
Pitch: approx. 0.5 mm C Screw connectors 1,52 emergency buttons
Connection: 5 connection options E Ribbon cable 10 pin
F Ribbon cable 16/14 pin emergency button
red TS202201
-I“T I o green TS202202
nlay L
15 mm — blue TS202203
white TS202204
red TS203201
_;_I-P 'II” (a) green TS203202
actile L
15 mm 4 blue TS203203
white TS203204
red shining through TS204201
_-II_-P IIV 0o green shining through TS204202
L -
12?:; — blue shining through TS204203
white shining through TS204204
HH green frame for marking of main halt TSZ20910
Accessories | RV Fringe for button of V2A (alarm button), surface-mounted TSZ20920
AR Distance frame for flush mounting TSZ20930




